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(54) Title: ADSORPTION FILTER FOR FUEL VAPORS 

(54) Bezeichnung: ADSORPTIONSFILTER FUR KRAFTSTOFFDAMPFE 




fS| (57) Abstract: The invention relates to an adsorption filter for fuel vapors, particularly from the fuel tank of a combustion engine 
of a motor vehicle, which can be regenerated by desorptive reverse flow back flushing and which interacts with heat accumulating 
substances via the adsorbable or desorbable filter material. The aim of the invention is to increase the heat accumulability inside the 
filter material. To this end, the heat accumulating substances consist of phase-change materials (PCM) (7', 7 ) that are distributed in 

^ small units within the reactive filter material. 

i?5 

O (57) Zusammenfassung: Bei einem Adsorption sfilter fur Krafts to ITdampfe aus insbesondere dem Tankbehalter eines Verbren- 
O nungsmotors eines Kraftfahrzeuges, das durch desorptive Gegenstrom-RUckspiilung regenerierbar ist und bei dem das durch ad- 
^ beziehungsweise desorbierbare Filtermaterial mit warmespeichernden Substanzen zusammenwirkt, soil die Warmespeicherfahigkeit 
inncrhalb des Filtermatcrials vergroBcrt wcrden. Zu dicscm Zwcck bestehen die warmespeichernden Substanzen aus Phascnwechsel- 
^ materialien (PCM-Material = Phase-Change-Material) (7', 7"), die in kleinen Einheiten innerhalb des reaktionsfa*higen Filtermaterial s 
|^ verteilt sind. 
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